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SUPERCONDUCTING PROPERTIES OF NIOBIUM FILMS 

by Wayne R. Hudson and Russell J. Jirberg 

Lewis Research Center 

SUMMARY 

Critical currents as a function of magnetic field, film thickness, and film orienta­
tion have been studied for 14 niobium films ranging in thickness from 16.2 to 1153 
nanometers (16.2 to 11530 A). All measurements were made at 4 . 2  K. 

Measurements of the critical current with respect to the angle between the surface 
of the film and the magnetic-field direction revealed that a sharp critical current max­
imum occurs when the magnetic field is parallel to the film surface. For films thicker 
than 88.0 nanometers a broad maximum in the critical current was also observed when 
the orientation of the magnetic field was nearly perpendicular to the film. Films with a 
thickness between 25.0 and 60.0 nanometers carried the highest current densities in 
large magnetic fields. 

The ratio of the parallel critical magnetic field to the perpendicular critical mag­
netic field was less than 1.69 for films where the thickness was much greater than the 
coherence length. When the thickness was on the order of the coherence length the ratio 
was greater than 1.69 at 4 . 2  K. 

INTRODUCTlON 

Superconducting films a r e  interesting because they have many practical applications 
and because their properties can provide information pertinent to the basic understand­
ing of superconductivity. Some of the many practical applications (ref. 1) are current 
switches, modulators, amplifiers, transmission lines, microwave switching devices, 
and cryotron storage circuits. Most of these devices require qualitative and quantitative 
knowledge of the functional relations between critical current density, critical magnetic 
field, and film thickness. 

Several papers have been published on the techniques of preparing superconducting 
niobium films (refs. 2 to 11). It was our intent to make an extensive study of the critical 
current density with respect to film thickness to determine whether some optimum 



thickness exists. We also wanted to determine the variation of critical current with re­
spect to the orientation of the films in a magnetic field. We have measured the critical 
current density of 14 films, ranging in thickness from 16.2  to 1153.0 nanometers (162 to 
11 530 A), with the magnetic field oriented both perpendicular and parallel to the plane 
defined by the film. The critical current IC was also measured at specific values of 
magnetic-field strength while varying the angle between the field and the vector normal 
to the film surface from -30' to 120'. Niobium was chosen for this study because it is 
an inherently type II superconductor. It is more convenient to deposit niobium films and 
to study them than the alloys or intermetallic compounds of niobium. For the purpose of 
comparing with theory, the critical current densities of the films were calculated assum­
ing that the current was concentrated primarily at the edges of the films. 

Thin film superconductors a r e  of fundamental interest because the surface effects 
can be studied independently of the bulk effects. Furthermore, when the film thickness 
d is on the order of the penetration depth X or of the coherence distance 5 ,  there a r e  
interesting modifications of superconductivity. Both the penetration depth and the coher ­
ence distance a re  defined and discussed in reference 1. (Symbols a r e  defined in appen­
dix A.) 

Another important phenomenon is surface superconductivity. When the magnetic 
field is parallel to the surface of a type 11superconductor, the surface sheath exhibits a 
higher critical magnetic field than the bulk of the superconductor. This phenomenon is 
known as surface superconductivity. D. Saint-James and P. G. de Gennes (ref. 12) first 
predicted this result by solving the linearized Ginzberg-Landau equations. The analysis 
assumed that the half space X > 0 is occupied by metal and the half space X < 0 is 
either a vacuum or an insulator. These boundary conditions imply that .$ is much 
smaller than the bulk dimensions of the sample. Then, if the gage is chosen such that 
+= Az = 0 and += HX and i f  the solution is assumed to be of the form I)= f(x)eiky, 
the equation takes the form of the Schrodinger equation for a harmonic oscillator. The 
lowest eigenvalue corresponds to the minimum of the potential being located a distance 
Xo= 0.5901 t(T) from the surface. Because the superconducting wave function is cen­
tered at the minimum of the potential and is concentrated in  the region between Xo - (T) 
and Xo + (T), the solution implies that a surface superconducting state exists. A direct 
consequence of the solution is a relation between upper critical magnetic field Hc2 and 
the critical field of the surface region Hc3. The theory predicts that HC3 = 1.69 Hc2. 

Thin films provide an interesting test of surface superconductivity, because for thick 
films d/t >> 1 and for thin films d/t FZ 1. Asada and Nose (ref. 13) have also studied 
surface superconductivity in niobium films. They found that Hc ,,/HcI < 1. 69 for thick 
films d/< >> 1 and that Hcr,/Hcl was greater than 1.69 when d/t = 1. We compare 
our results with the results of Asada and Nose and with the theory of surface 
superconductivity. 
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SAMPLES, APPARATUS, AND PROCEDURES 

The 14 niobium films studied in the experiments described in this paper were pre­
pared under contract by the National Bureau of Standards (ref. 14). All the films were 
vapor deposited onto Saphire substrates, which were held at 673 K. The deposition took 
place in a vacuum of tor r .  Measurements of the critical temperatures Tc were 
provided with the films. The film thicknesses and critical temperatures a r e  listed in 
table I. Al l  the films a r e  0.318 centimeter wide. 

The films were deposited in a dog bone geometry (fig. 1) in an attempt to minimize 
Joule heating at the current contacts. With the exception of two films (4 and 10) the films 
have an approximately rectangular cross-section. A sketch of the cross-section of films 
4 and 10 is included in figure 1 This cross-section occurred accidently in film 4. It 
was probably caused by a slight shift in the deposition mask. Because of the large crit­
ical current density exhibited by film 4 ,  a second film (film 10) was purposely deposited 
with this cross-section. Still another film was prepared specifically so that it could be 
examined with an electron microscope. This film was deposited on a copper plated sub­
strate. Subsequently, it was floated free from the substrate with HN03. An electron 
microscope sample was prepared and figure 2 shows the photograph that was obtained. 
The photograph shows an extremely polycrystalline structure. The grain size ranges be­
tween 10.0 and 20 .0  nanometers. 

The thickness of each film was measured using an interference microscope. Two 
films of each thickness were deposited simultaneously. One film was used in the actual 
experiments, and the other was used to measure film thickness. The film used in the 
thickness measurements had a film of aluminum deposited over the top of the niobium. 

The thickness of a niobium film was determined by measuring the wavelength of the 
destructive interference from fringes that result from a F’izeau interferometer. Figure 3 
is a schematic of how the interference fringes a r e  produced by the interferometer. A 
comparator plate, which has a partially silvered mirror on it, is placed on top of the 
film. Ninety-five percent of the light from a white-light source is reflected by the silver 
mirror and five percent is transmitted. The transmitted part is reflected by the alumi­
num film. When the thickness of the air layer between the comparator plate and the alu­
minum film is an integral number of half wave lengths, destructive interference occurs, 
When the reflected light is viewed with a spectroscope, a white light spectrum with inter­
ference fringes is observed (fig. 4). There is an abrupt change in the interference wave­
lengths, because the distance between the comparator plate and the aluminum film changes 
rapidly at the edge of the film. The longer wavelength corresponds to interference from 
the bottom of the step. The shorter wavelength corresponds to interference from the top 
of the step. Figure 4 is a photograph of the spectrum that was observed for film number 
12. The thicknesses listed in table I a r e  averages of five or  more measurements. The 
thickness measurements a r e  accurate to within 2.5 nanometers. 
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TABLE I .  - NIOBIUM FTLM PARAMETERS AND RESULTS 
. .  

Film Thickness, Critical Critical current e1/2
number nm temperature, peak at 

K e = goo 
-

~~ 

1 16.2 6.9 No 3.8' 
7 25.6 6.86 - 8.9 No 9.50 
2 29.2 7.9 No 0.5 
3 40.9 8.7 No 1.8 
10 	 '".y 56.7 7.95 No 

39.9 

4 ""r 92.1 8.9 No 0.8 
41.2 

11 176.7 8.75 Yes 1 
5 227.7 9.3 Yes 1.5 

12 298.0 9.3 Yes 1 
13 799.0 9.45 Yes 2 
13a 799.0 9.45 Yes 17 
6 1153.0 9.3 Yes 0.5 

8 58.0 8.95 No 
9 88.0 9.25 Yes 1 

- .- __ 
aThese two films were deposited such that they had a step at the edges. 

Both the total thickness and the thickness of the steps a re  tabulated. 

,r Sapphire substrate 

(a) Dog bone geometry of most films. 

(b) Cross section of films 4 and 10. 

Figure 1. - Experimental geometry and film cross-sectional area. 
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Figure 2. - Electron microscope picture of niobium film. .Film was deposited on copper and then floated off in nitric acid. X72 OOO. 
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Figure 5. - Research apparatus, i nc lud ing  electromagnet, research 
cryostat, and experimental probe. 

Critical current measurements were made at fixed magnetic fields for various values of 
8 between 30' and 120'. The critical current was also measured with fixed values of 0' 
and 90°, varying the magnetic field over the range of the transition. 

Because the electromagnet did not produce sufficient magnetic field to drive all of the 
films completely normal, it was necessary to repeat the critical-current -density versus 
field measurements for five of the films in a 5-tesla superconducting solenoid. In the 
superconducting solenoid, the angular orientations are only approximate. However, com­
parisons between data taken in both magnets indicate that the angular misalinement was 
probably less than lo. Because Joule heating at the current contacts can be a major ex­
perimental problem, a carbon resistance thermometer was mounted on one contact. The 
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contact temperature was monitored during all critical current measurements. This pro­
cedure allowed us to discriminate between temperature transitions due to contact heating 
and transitions due to exceeding the critical current. For the samples tested the contact 
resistances were such that the onset of measurable contact heating occurred for current 
densities between lXIO1o and 1x10'' amperes per square meter. 

7
RESULTS AND DISCUSSION 

The experimental results fall naturally into three areas: the dependence of critical 
current on magnetic field orientation, the critical current density versus magnetic field 
intensity, and the ratio of HCIIto HcI. In the discussion that follows the experimental 
results a r e  discussed under these three areas in the order given. 

Cri t ica l  C u r r e n t  Dependence On Magnetic Field Orientat ion 

All 14 films exhibited a sharp maximum in critical current when the magnetic field 
was parallel to the surface of the film ( e  = 0'). A critical current maximum near 8 = 90' 
was also observed in six of the films tested. 

Comparisons between individual films are complicated by the combination of the 
critical current-magnetic field characteristic for the thin films and the value of magnetic 
field at which the orientation data were measured. For example, figure 6 shows a com­
parison of critical current density as a function of magnetic field �or the parallel and per­
pendicular orientations of film 2. The critical current density in the parallel orientation 
is greater at all values of magnetic field. In the perpendicular orientation the critical 
current density drops off sharply between 0.6 and 1.4 tesla. Above 1.4 tesla it becomes 

N 0 H perpendicular to f i l m  
E ..... a 


8 109 ­
5 
-0 
c 

c
a

L. 

-: 108--	 m 

.-
L 

0 

0 H in plane of f i l m  
0 H perpendicular to f i l m  

.-
L 
0 

1n7 
. 4  . 8  1.2 1.6 2.0 2.4 2.8 

Magnetic field, T 

Figure 6. - Comparison between f ie ld parallel and f ie ld perpendicular 
c r i t i ca l  c u r r e n t  densities of f i l m  2. 

V .-U Y, 
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unmeasurably small. In contrast the critical current in the parallel orientation decreases 
only slightly up to 2 .8  tesla. Clearly the dependence of critical current on orientation 
will depend strongly on the value of magnetic field. In the thicker films this effect is 
Iessened as indicated by the critical current density versus magnetic field results ob­
tained for film number 6 (fig. 7). Here the field-parallel critical current remains higher 
than the field-perpendicular critical current but never by more than a power of 10 in the 
region studied. 

The dependence of critical current on magnetic field orientation is shown in figure 8 
for the 14 different film thicknesses. The critical current maxima shown in figure 8 var­
ied considerably in sharpness. As a rough measure of comparison between the films the 
angle at which the critical current had decreased to one half the maximum value, 
was used. The values a r e  listed in table I. With the exception of films 1, 7, and 
13a, the elI2 values a r e  less than 2'. Several facts suggest that the broadening in the 
critical current maximum may be caused by impurities adsorbed onto or diffused into the 
films. The low critical temperatures of films number 1and 7 (table I) is characteristic 
of films that have adsorbed gaseous impurities. Film 13a was purposely contaminated by 
the deposition of aluminum on it for making thickness measurements. 

The critical current peaks centered at e = 0' a r e  a airect result of surface super­
conductivity (ref. 12). As de Gennes and Saint-James have shown, in a decreasing mag­
netic field parallel to the surface of a superconductor, superconductivity first occurs at a 
field Hc3 = 1.69 Hc2. Between Hc2 and Hc3 a superconducting state exists, which is 
confined to a region within a few coherence distances of the sample surface. Therefore, 
when the applied magnetic field is parallel to the surface and of magnitude less than Hc3, 
there exists a surface layer of superconducting electrons. These superconducting elec­
trons a r e  available to carry currents and result in sharp critical current maximum near 
0 0'. The sharpness of the critical current maximum suggests that this effect might be= 
useful as a magnetic field direction detector. 

A critical current maximum was also observed near 8 = 90' in  films 5, 6, 9, 11, 
12, 13, and 13a. In each case the maximum at e = 90' was broader and of smaller mag-

=nitude than the maximum in the same film at e 0'. The 8 = 90' maximum was ob­
served only in films 88.0 nanometers or  thicker. One film (number 4) was thicker than 
88.0 nm, but it did not exhibit a clear maximum at e = 90'. As noted earlier film 4 was 
one of two films where the deposition mask was moved during its deposition. As a re ­
sult, film 4 is not of uniform thickness. The edges a r e  considerably thinner than the cen­
ter  region of the film (table I). Because the largest current in a thin film flows at the 
edges of the film and determines the film's critical current, film 4 exhibits the charac­
teristics of a 40.0- or  50.0-nanometer film rather than a 92.0-nanometer film. 

The critical current maximums centered near e = 90' have not been observed pre­
viously. To explain them we hypothesize that surface superconductivity can exist on the 
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Figure 8. - Critical current of niobium films as function of angle between magnetic field vector and surface of film. Temperature, 4.2 K. 
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edge surfaces of the film when the film thickness is greater than a minimum value. In 
the derivation of the theory of surface superconductivity, it is assumed that the surface 
is infinite in extent. Experimental samples, of course, have surfaces of finite extent. 
To the best of our knowledge there is no established criterion for how narrow a supercon­
ducting surface can be and still exhibit surface superconductivity. The surface width 
would certainly have to be several times larger than the coherence distance. In the films 
investigated in this experiment the coherence distance is limited by the niobium grain 
s ize  to about 15.0 nanometers. The thinnest film that exhibited a maximum at e = 90' 
was 88.0 nanometers thick or almost six times the coherence length. 

Critical Current Density Dependence on Magnetic Field Strength 

The measurements of critical current density versus magnetic field parallel to the 
film surface a r e  shown in figure 9. It is obvious from the figure that there is a wide 
variation in the behavior between films. For the purposes of discussion the curves were 
divided into two groups. The first group (fig. 9(a)) which contains films 2, 3 ,  4 ,  7, 8, 
and 10 carried high current densities at relatively high magnetic fields (above 1 . 2  T). 
Films number 10 and 4 both had steps in their thicknesses as previously mentioned in the 
SAMPLES, APPARATUS, AND PROCEDURES section. If the current flows mainly near 
the edges of the film as suggested by the results of Glover and Coffey (ref. 15), then in 
films 10 and 4 the highest current would flow in the much thinner edges of the film 
(table I). The second group (fig. 9(b)) of films includes those whose current densities 
dropped off sharply below 1 . 2  teslas. Included in this group a r e  films 6, 5, 9, 11, 12, 
and 13. These films a r e  all 88.0 nanometers or  thicker. In this group, the thicker the 
film, the lower the magnetic field where the current density drops off sharply. 

The two general types of critical current density behavior may best be explained in 
terms of varying amounts of cold work. The characteristic shapes of the two groups of 
curves a r e  very similar to curves discussed by Newhouse (ref. 1)for severely cold 
worked superconductors and annealed superconductors. It is reasonable to expect the 
thinner films to have more severe mechanical deformation. The first atomic layers of 
the deposit tend to replicate the structure of the substrate. Any imperfections in the sub­
strate surface will also cause strains in films. 

Film 1 was not included in either of the two groups, because the critical current den­
sity was too low to be put in group one and the critical current density did not fall off as 
sharply as the group two films did. The current density in film 1 is probably a result of 
its extreme thinness. When the film thickness is about equal to the grain size, the film 
will cease to behave like a planar film. Instead an ultra thin film has the properties of a 
"weakly connected T T  collection of grains. Such behavior might explain the low critical 
current density of film 1 (fig. 9(b)). 
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A comparison between the measured critical current density and the theoretically 
predicted value is hindered by the fact that the current is not distributed uniformly in 
planar films. The current density is largest at the edges of the film, and it is at the 
edges that the film first goes normal. 

The current distribution will be  assumed to be 

where the film width is w, the distance from the center of the film is x,  and J(x) is the 
current density at x. This expression has been proposed by both Bowers (discussed in 
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ref. 15) and by Edwards (appendix 35 .2  of ref. 1). The relation assumes that the current 
density is constant across the film thickness. This relation is in agreement with the ex­
perimental results of Rhoderick and Wilson (ref. 16). If it is integrated across the 
width of the film, the total current can be related to the current density at the center of 
the film, 

where d is the film thicnesss. At the extreme edges of a flat rectangular film that obeys 
the London equations, Bowers found that 

Then by matching equation (1)and equation (3) where the slopes and magnitude a r e  equal 
(ref. 15) the following expression is obtained: 

where e is the base of the natural logarithms. Solving equation (2) for J(0) and substi­
tuting into equation (4) yield 

J@)= (2ewd)1/2 -T 
(5)

nX 

where is obtained by averaging the total current over the film cross-sectional area,  
= I/wd. 

Equation (5) may be used to estimate the critical current density at the edges of the 
film. The value of is measured, w and d a r e  known, and X can be estimated as 
described in appendix B. The largest 7 observed was 3. 85X1010 amperes per square 
meter in film 3 at 0 .8  tesla. Substituting this value of 7 along with w = 0. 318X10m2 
meter, d = 4, 09X10-8 meter, and X = 4 .  3x10-8 meter yields J (") = 7.5X1012 amperes

c %  

16 
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per square meter. At 0.2 tesla most of the other films had average critical current den--
sities, Jc between 3x109 and lxlO1o amperes per square meter. Using equation (5) 
again, the edge current densities fall between 1.O X 1 O l 2  and 7. 5X1Ol2 amperes per square 
meter. 

Theoretical estimates of the critical current density can be made for comparison. 
The critical current can be calculated assuming that the free energy between the normal 
and superconducting states is equal to the kinetic energy associated with the critical cur­
rent. The resulting expression is 

J =, HC 
C 

XL 


Substituting the thermodynamical critical field of niobium determined by Finnemor e, 
Stromberg, and Swenson (ref. 17) and XL = 26.1 nanometers from appendix B yields 
Jc = 4.88X10 12 amperes per square meter. The agreement between the measured and 
calculated values is well within the accuracy of the measurements and calculations. 

The Ratio of Hc3 to Hc2 

In the final part of this report the critical magnetic field HC2 and HC3 a r e  esti­
mated and compared with our experimental results for HcII  and Hcl and the results of 
Asada and Nose (ref. 13). 

The critical fields HC2 and Hc3 a r e  calculated in appendix A from estimates of the 
coherence distance, the penetration depth, and the mean free path. If the grain size 
limits the mean free path, then for XLo = to = 25.0 nanometers and a grain size of 15.0 
nanometers, the Ginzburg-Landau K was calculated to be 4.10. Then from this estimate 
of K and the definitions of HC2, Hc3, and Hc from reference 17, the critical fields 
were determined to be 0.928 and 1. 57 tesla, respectively. 

- For thick films (d >> [), Tomasch and Joseph (ref. 18), and Burger, Deutscher, 
Guyon, and Martinet (ref. 19) showed that Hcl = Hc2 and that HcI1= Hc3. They also 
found good agreement with the ratio of Hc3 to Hc2 predicted by de Gennes and Saint-
James (ref. 12). For films where d < [ Saint-James (ref. 20) later pointed out that 
HCll/Hcl can be much larger than 1.69. 

Asada and Nose (ref. 13) have measured HCl and HCIIin niobium films where 
d/[ = 1. They found that Hcll/Hcl % 5 for a 20.0 nanometer film at T/Tc = 0.9,  but at 
T/Tc = 0.7 they found HcI1/Hcl = 1.4. The large value of the critical field ratio results 
from a sharp increase in HCI,  for thin films. For a 29.2-nanometer film with d/[ = 1.9, 
we measured and HCI1/HcI of 3.6 at 4.2 K (T/Tc = 0.53). Asada and Nose also found 
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that in the thicker films they studied that H, I1/Hcl < 1.69. In some of the films at 
T/Tc = 0.7 they found HcII< Hcl. At 4 .2  K we did not find HcII to be less than Hcl 
for any of the films we investigated. But we did find examples of Hc ll/Hcl < 1.69. For 
films of d = 88.0 and 227.7 nanometers, Hcll/Hcl was measured to be 1.32 and 1.2, 
respectively. 

CONCLUDING REMARKS 

Measurements of the variation of critical current with the angle between the surface 
of the film and the direction of the magnetic field confirmed that a sharp critical current 
maximum occurs when the magnetic field is parallel to the film surface. For films 
thicker than 88.0 nanometers a broad maximum in the critical current was also observed 
when the magnetic field was nearly perpendicular to the film. The maximum in the par­
allel orientation is a result of surface superconductivity. This effect could be useful as a 
magnetic field direction detector. The perpendicular maximum has not been observed 
previously and is not understood. 

The critical current-density - magnetic-field intensity characteristics of the films 
tested can be classified into two groups. One group consisting of films with thickness be­
tween 25.0 and 60.0 nanometers was capable of carrying high current densities in large 
magnetic fields. In one case at 4.08 tesla a 29.2-nanometer film had a critical current 
density of 0.75xlO5 amperes per square centimeter. The other group consisted of films 
that were not able to carry large current densities at high fields. All the films thicker 
than 100.0 nanometers fell into this second group. For applications requiring large cur­
rent densities at high magnetic fields, films of about 30.0-nanometer thickness seem to 
be indicated. If the magnitude of the critical current densities is adjusted for the current 
distribution in the film, the critical current densities are within an order of magnitude of 
the predicted value. 

The ratio of the parallel critical magnetic field to the perpendicular critical magnetic 
field was found to be less than 1.69 for films where the thickness was much greater than 
the coherence length. When the thickness was on the order of the coherence length the 
ratio was greater than 1.69 at 4 .2  K. These results are similar to the results of Asada 
and Nose. 

Lewis Research Center, 
National Aeronautics and Space Administration, 

Cleveland, Ohio, March 24, 1971, 
129-02. 
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APPENDIX A 

SYMBOLS 

magnetic vector potential 

film thickness 

base of the natural logarithms 

function of x 

magnetic field strength 
2thermodynamic critical field (defined such that Hc/8a is the 

condensation energy) 

Hc1 magnetic field strength at which magnetic field first enters a superconductor 

Hc2 magnetic field strength at which the magnetization of a superconductor 
equals zero 

Hc3 magnetic field strength at which the state of surface superconductivity occurs 

Hc II magnetic field strength parallel to the surface of a film that causes it to 
become resistive 

H c l  magnetic field strength perpendicular to the surface of a film that causes 
it to become resistive 

I total current 

IC critical current, the current that is required to cause a superconductor to 
become resistive 

imaginary unit, &i 
current density at the center of the film 

current density at the film edge 

current density as a function of distance from the center of the film 

average current density (equal to the total current divided by the total 
cross-sectional area of the film)-


JC average critical current density 


T temperature in Kelvin 

TC critical temperature 
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W 

xO 


x,y,z 
K 

A. 

xL 

hLO 
f 

f 0  

e1/2 


film width 

value of the X coordinate where the harmonic oscillator potential 
is a minimum 

rectilinear coordinates 

Ginzburg -Landau kappa 

penetration depth adjusted for nonlocal superconducting effects, 

(;) 1/2 
= AL 

London penetration depth 


London penetration depth at absolute zero 


coherence distance 


coherence distance at absolute zero 


angle between the plane of the film and the magnetic field direction 


value of theta at which the critical current is one-half the value 
at , g = 9  

quantum mechanical wave function 
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APPENDIX B 

ESTIMATES OF c, A, K, H,,, AND H,3 

For the purpose of estimating the 5 ,  A, K, Hc2, and Hc3 in niobium films, we as­
sumed that XLo = to  = 25.0 nanometers and that a grain size of 15.0 nanometers, sets 
an upper limit on the electronic mean free path, A. Substituting these values into 

yields 

5 = 9.35 nm 

The London penetration depth XL can be calculated for T = 4 . 2  K and T = 9 . 3  K from 

yielding 

XL(4.2K) = 26.1 nm 

The nonlocal penetration depth is then 

A = AL(T)( 5 ; y-

and 

X = 42 .8  nm 

Then 

K 0 .96  -X = 4.10  
5 
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Next using Hc(4. 2K) = 0.160 tesla from reference 17 

Hc2 = &KH, = 0.928 tesla 

=Hc3 = 2.39 K H ~  1 . 5 7  tesla 
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